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Shut off Pulse Tools
Features
• Torque range: 3 - 155 ft lbs ( 4.5 - 210 NM)
• Speeds: 4,000 - 7,000 rpm
• Easy torque adjustment for quick setup
• Auto-shut off feature stops airflow to tool when cycle is complete
• High-speed, compact, lightweight design 
•  Ergonomic design provides comfortable grip, low vibration and noise and reactionless 

one-handed operation
•  Auto-shut off limits air consumption and tool wear
•  Deters early throttle release; recommended when improved error-proofing is desired

Model

QS50 - QS80 70 - 78 dba 1/4” NPT 3/8” (10 mm) 

QS110 - QS150 80 - 86 dba 1/4” NPT 3/8” (10 mm) 

Model Fastener Size ft-lbs (Nm) rpm lbs (kg) in (mm) in (mm) in cfm

 PISTOL

QS50P3 M5 3 - 6 (4.5 - 8) 4300 2.1 (0.95) 6.5 (164) 0.9 (23) 3/8” 8.9

QS50PQ1 M5 3 - 6 (4.5 - 8) 4300 2.1 (0.95) 6.5 (164) 0.9 (23) 1/4” 8.9

QS60P3 M6 5.1 - 11.4 (7 - 15.5) 5300 2.4 (1.1) 6.5 (164) 0.9 (23) 3/8” 12

QS60PQ1 M6 4.4 - 9.6 (6 - 13) 5300 2.1 (1) 6.5 (164) 0.9 (23) 1/4” 12

QS70P3 M6 - M8 11.1 - 23.6 (15 - 32) 6800 2.4 (1.1) 7 (177) 0.9 (23) 3/8” 13

QS70PQ1 M6 - M8 9.6 - 20.7 (13 - 28) 6800 2.4 (11) 7 (177) 0.9 (23) 1/4” 13

QS80P3 M8 22.1 - 40.6 (30 - 55) 6800 2.4 (1.1) 7.4 (187) 1 (25) 3/8” 16

QS110P4 M10 - M12 37 - 64 (50 - 85) 5800 3.3 (1.51) 7.6 (194) 2.2 (57) 1/2” 17.7

QS120P4 M12 52 - 85 (70 - 115) 5400 3.9 (1.8) 7.9 (201) 2.4 (62) 1/2” 18.4

QS140P4 M14 81 - 110 (110 - 150) 5200 4.6 (2.1) 8.4 (214) 2.6 (65) 1/2” 25

QS150P6 M16 103 - 155 (140 - 210) 4400 6.5 (3) 9.3 (237) 1.5 (39) 3/4” 25


